





Bericht 





RSA 


SOFT@ARE SYSTER 


Pixel - oriented System 
for Layout Analysis 


INSTALLATION GUIDE 


J. Bloedel, R. Hauck, R. Hartenstein 
M. Ryba, M. Weber 


Lehrstuhl fur Rechnerstrukturen und Technische Informatik 


o. Prof. Dr.-Ing. R. W. Hartenstein 


Telefon: (0631) 205-2606 oder: o Btx (07251) 3575 





Fachbereich Informatik 





Universitat Kaiserslautern - Postfach 3049 - D-6750 Kaiserslautern 








The delivered tape contains the following files 


= PISA.EXE 


= AUTOCHECK.EXE 


= COLORPLOT.EXE 


= MATRPLOT.EXE 


= NMOSMC.TEC 


= NMOSDO15.TEC 


- CMOSDO15.TEC 


- PAT5S.PAT 
- PAT11.PAT 
- CHR10.CHR 


7 CHR11.CHR 

- PISA.HLB 

= regarray.cif 

- pisaman.mem 

- —pisainst.mem 

= extract.mem 
All files listed above have to be copied toa one directory. 
This directory is named DISKSPISA: using the following VMS 


command 


S$ assign <directory-name> DISKSPISA: 


example: 
A harddisk with devicename DUA1: is available in 
an existing VAX/VMS configuration. The logical 
name of the harddisk is DISKSDISK: » The 
PISA-SYSTEM (ait Files above) is copied to 
directory PISA.SYS under the userid PISA. The VMS 
command reads as follows 
S$ assign DISKSDISK:LPISA.PISA< SYS] DISKSPISA: 
STIP files (for additional information see PISA - User 
Manual) have to printed on a DEC letterwriter LA100. The 


LA100 is usually the console of an VAX/VMS configuration. 
Every user needs the privilege to print on the LA100Q. 











Therefor the systemmanager has to enter the following VMS 
command 


S SET PROTECTION=(S:R,0:R,G:R,W:R) /DEVICE- 
/OWNER:<uid> <devicename> 


A STIP file can be printed on the LA100 using the VMS 
command 


$ COPY <stip-datei> <devicename> 


example: 
A letterwriter LA100 with devicename OPAQ: is 
available in an existing VAX/VMS configuration. 
The ‘owner’ has the userid [001,004]. The VMS 
command reads as follows 
S SET PROT=(S:R,0:R,G:R,W:R)/DEVICE- 
/OWNER: [001,004] OPAOQ: 
Suppose a STIP file named TEST. STP is to be 
printed on the LA1O0. Therefor the VMS command 
reads as follows 
S$ COPY TEST.STP OPAQ: 
For an existing HP plotter the commands are the same (see 
LA100). A plotfile can be plotted using the copy command. 
Now the installation of the PISA-SYSTEM is completed. Run 


the PISA-SYSTEM using the command 


S$ run DISKSPISA:PISA 

















